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BARBER-COLM AN 


THE MARK OF QUALITY 


i DESIGNED FOR FLEXIBLE CLASSROOMS 


OPEN ... . the Barber-Colman 
WARDROBEdoor allows the pupil 
plenty of “elbow room” in an open¬ 
ing completely free of pivots, hinges 
and other hardware. Students here 
at the St. Paul's Lutheran School, 
Rockford, Ill., have easy access to 
bookshelves and coatracks. And 
teacher has a full-view opening which 
affords complete control of the 
“coatroom rush”. Door interference 
with clothing and rubber footwear 
is eliminated. 


CLOSED .. . . the new Barber- 
Colman WARDROBEdoor offers a 
wide, unbroken chalkboard complete 
with chalk rail. Accurately counter¬ 
balanced, the WARDROBEdoor 
runs smoothly and quietly on nylon 
rollers — it's easy to operate for 
pupil and teacher alike. Architects 
Hubbard and Hyland needed no 
aisle in this classroom because the 
all vertical WARDROBEdoor does 
not take up aisle space or protrude 
into the wardrobe interior. 


. . . suggested by architects and 
designed by Barber-Colman en¬ 
gineers, the upward opening 
WARDROBEdoor has solved the 
cloakroom problems in school plan¬ 
ning with all vertical operation. 


Saves floor space • • . the WARDROBEdoor opens straight 
up . . . saves an average 6" of horizontal depth. This space 
saving means extra room area or lower cost per classroom. 

Adds working wall space ... no wall space is wasted as in 
the case of non-vertical doors. The wide, unbroken flat 
surface can be equipped (by others) with chalkboard, tack- 
board, or a combination. 

Ventilation • • • the WARDROBEdoor closes to within 4" 
of the floor, allowing an intake space for air currents. This 
space is adjustable depending on the ventilation problem. 

Construction . . . standard WARDROBEdoor sections are 
flush with honeycomb core and retempered hardboard facing 
— results in a lightweight, rigid section with excellent paint 
holding qualities. Flush sections with birch or red oak 
veneers are available at extra cost. Hardwood shelving and 
brass finish coathooks are furnished and installed as stand¬ 
ard with the WARDROBEdoor; they can be omitted and 
special storage arrangements with hangers or cubicles used. 

Easy working • • • the all vertical WARDROBEdoor glides 
up smoothly and quietly on nylon rollers in continuous steel 
tracks. Counterbalancing is by torsion spring, carefully de¬ 


signed to the exact weight of each door for perfect “floating 
balance.” Springs are engineered for durability and safety 
with a continuous shaft and a special spring lock device. 
Each section is suspended by two separate airplane type 
cables with high tensile strength. The bottom half of the 
door travels at twice the speed of the top so that the two 
sections clear the opening simultaneously. 

Electric operation is available. 

Maintenance • • the Barber-Colman WARDROBEdoor 
makes the wardrobe the easiest part of the classroom to 
clean . . . the floor and corners are absolutely free of pivots, 
hinges or any hardware. Upkeep and adjustment cease to 
be problems as students can’t swing on the door. 

Requirements . • • standard 6' high WARDROBEdoor re¬ 
quires only 9'6" ceiling height and 6" sideroom. Door height 
may be increased to 6'8" max. or reduced to 5'0" min.; 
required ceiling height varies with door height. 24" back¬ 
room required full height. If chalkboard is used, max. 
weight is 2.5 pounds per sq. ft., max. thickness Standard 
section thickness 1%". For requirements other than stand¬ 
ard, consult factory. 




















































SCREENED EXHAUST VENT 
BY OTHERS (MIN. 1 SQ. FT.) 


FINISHED 
WALL 

2'-0" MIN. FOR STANDARD SHELVING 
6 " 

(5" MIN.) 



9' 6" STD. 
VARIES WITH 
DOOR HEIGHT 
(SEE "REQUIREMENTS' 
OPPOSITE PAGE) 


STOP AND TRIM 
BY OTHERS 

3 x 6 (2 x 6 MIN.) JAMB 
FULL HEIGHT TO SUPPORT 
DOOR WEIGHT (BY OTHERS) 

TYPICAL JAMB SECTION 

SCALE 2" = 1'-0" 


ANCHOR 3 x 6 (2 x 6 MIN.) 
JAMB SECURELY TO 
CEILING CONSTRUCTION 


VERTICAL SECTION 

SCALE 3/4"= r-O" 



NOTE 

VERTICAL JAMBS SUP¬ 
PORT ENTIRE DOOR 
WEIGHT. THEY MUST BE 
SECURELY ANCHORED 
TO FLOOR AND CEILING 
JOISTS. FOR MINIMUM 
WARDROBE DEPTH, CAS¬ 
ING SURFACE SHOULD 
BE FLUSH WITH WALL 
SURFACE. 


6 " 

.(5" MIN.) 


CASING THRU REAR WALL 

NO SCALE 



SPECIFICATIONS — All wardrobes shown on the plans shall be equipped with two piece vertically operated 
doors so designed that the lower section moves at approximately twice the speed of the upper section to 
arrive at the fully open position simultaneously, to minimize required headroom. Doors shall be spring 
counterbalanced, equipped with a positive safety device to hold door if required, and mounted on nylon 
rollers running in continuous steel tracks. Doors shall be Barber-Colman WARDROBEdoors. Chalkboard 
or tackboard by others. 


OVERdoor Division of BARBER-COLMAN COMPANY 





































































































































The Barber-Colman COUNTERdoor is a low cost 
all vertical, spring counterbalanced closure de¬ 
signed primarily for lunchroom and cafeteria 
serving counters. In design, operation, and con¬ 
struction it is similar to the WARDROBEdoor, 
however, it consists of only one vertical rising 
section. Standard flush sections are honeycomb 
core with hardboard facings. 

a&M vertml! 

When closed the door provides a good sound 
barrier between serving kitchen and adjoining 
dining or meeting areas. Standard sizes — up to 
16' wide and 4' high. Headroom required above 
counter — twice door height plus x /\". For addi¬ 
tional information consult our representative. 



BARBER-COLMAN SERVICE AND REPRESENTATIVES... 


Factory Branch 
Office Warehouses 
conveniently 
located at: 


BUFFALO 

CHICAGO 

CLEVELAND 

DETROIT 

ROCKFORD 

DES MOINES 

FRAMINGHAM 

MINNEAPOLIS 

PITTSBURGH 


ALABAMA 

Montgomery—The Morton Sales Co. Inc. 

CALIFORNIA 

Los Angeles—Barcol OVERdoors of LA. 

CONNECTICUT 

West Hartford—Bldrs. Hdwe. Inc. 

DELAWARE 

Wilmington—Jandy, Inc. 

FLORIDA 

Jacksonville—Bldrs. Products Co. 

Miami—Barcol OVERdoors of Miami 
Tallahassee—Simpson-McCord Co. 

GEORGIA 

Atlanta—Industrial Equipment Co. 

IDAHO 

Boise—Wholesalers, Inc. 

ILLINOIS 

Chicago—Barber-Colman Co. 

Decatur—Barcol OVERdoors of Decatur 
Moline—Bldrs. Sales & Serv. Co. 

Peoria—Russell E. Kauffman 
Rockford—Barber-Colman Co. 

INDIANA 

Ft. Wayne—Roethele Bldg. Matls. Inc. 
South Bend—Barber-Colman 
OVERdoors of South Bend 

IOWA 

Des Moines—Barber-Colman Co. 

Dubuque—Barcol OVERdoors of Dubuque 

KANSAS 

Topeka & Wichita—Bubb & Thomson, Inc. 

KENTUCKY 

Louisville—Barcol OVERdoors of Louisville 

MARYLAND 

Baltimore—Jesse J. Hamp, Inc. 


MASSACHUSETTS 

Boston (W. Newton)—William-Davies Co. 
Framingham—Barber-Colman Co. 

Greenfield—Harry S. Warren 
Worcester—J. R. Richards Co. 

MICHIGAN 

Bay City (Saginaw)—Laurence Smith 
Detroit—Barber-Colman Co. 

Grand Rapids—Barcol OVERdoors of Grand Rapids 
Kalamazoo—Barcol OVERdoors of Kalamazoo 
Saginaw (Bay City) 

MINNESOTA 

Duluth—Barcol OVERdoors of Duluth 
Minneapolis—Barber-Colman Co. 

MISSOURI 

Columbia—Barcol OVERdoors of Central Mo. 

St. Lou : s—Barcol OVERdoors of St. Louis, Inc. 

MONTANA 

Billings—Billings Sash & Door Co. 

Butte—Montana School Equip. Co. 

NEBRASKA 

Omaha—Porter-Trustin Co. 

NEW MEXICO 

Albuquerque—Sandberg Sales Co. 

Roswell—Bldrs. Block & Stone Co. Inc. 

NEW YORK 

Buffalo—Barber-Colman Co. 

Florol Park—Eugene Constantin 

Poughkeepsie—Barcol OVERdoors of Poughkeepsie 

Rochester—Myron W. Greene 

Syracuse—B. R. Johnson & Son 

Tarrytown—Chas. Margotta & Co. 

NORTH CAROLINA 

Charlotte—Maxson-Betts Co. 

NORTH DAKOTA 

Fargo (Minneapolis)—Barber-Colman Co. 


OHIO 

Cincinnati—Barcol OVERdoors of Cincinnati 
Cleveland—Barber-Colman Co. 

Columbus—Tri State Supply Co. 

Youngstown—Briggs-Jones, Inc. 

OREGON 

Portland—Pella Sales Co. 

PENNSYLVANIA 
Philadelphia—Herbert G. Pitts 
Pittsburgh—Barber-Colman Co. 

RHODE ISLAND 

Providence (Centerdale)—Chapman-King Co. 

SOUTH DAKOTA 

Aberdeen—Dakota Sash & Door Co. 

TENNESSEE 

Knoxville—Standard Glass Co. Inc. 

TEXAS 

Lubbock—Sterling Bldg. Matls. 

WASHINGTON 

Seattle—Barcol OVERdoors of Seattle 
Spokane—Spokane Sash & Door Co. 

WISCONSIN 

Green Bay—Northern Metal & Roofing Co. 
LaCrosse—Barcol OVERdoors of LaCrosse 
Madison—Paul R. Treichel Co. 

Milwaukee—J. F. Cook Co. 

Oshkosh—Barcol OVERdoors of Oshkosh 
Sheboygan—Barcol OVERdoors of Sheboygan 
CANADA 

Calgary—A. B. Cushing Mills, Ltd. 

Edmonton—Barcol OVERdoors of Edmonton 
Vancouver—Top-Flite Overhead Door Co. 
Winnipeg—Floline Co. of Canada 
NOVA SCOTIA 
Halifax—David Macnab 





OVERdoor Division of 

BARBER-COLMAN COMPANY 


ROCKFORD, ILLINOIS, U. S. A. 
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